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MATCH LINE - SEE L2

CODE REQUIRED LANDSCAPE

RECREATION SPACE REQUIRED PER MMC 18.84.080(A)

PHASE 1 PHASE 2 TOTAL REQ PROPOSED

34,200 SF 5,400 SF 36,600 SF 42,581 SF

TREES BOTANICAL NAME / COMMON NAME CONT. SIZE WATER USE ORIGIN FOLIAGE QTY REMARKS

CALOCEDRUS DECURRENS / INCENSE CEDAR B & B 6` MIN HT LOW NATIVE 41

CRATAEGUS X LAVALLEI / HAWTHORN B & B 1.5" CAL. LOW HYBRID SEMI-EVERGREEN 9

MAGNOLIA VIRGINIANA `MOON GLOW` / SWEET BAY B & B 1.5" CAL. MEDIUM N. AM. NATIVE EVERGREEN 16

QUERCUS GARRYANA / OREGON OAK B & B 1.5" LOW NATIVE 27

PLANT SCHEDULE

RIGHT-OF-WAY LANDSCAPE

HYDROSEED

-

OPEN RECREATIONAL SPACE

-

LAWN

HYDROSEED

-

SYMBOL DESCRIPTION

GAMETIME WELDED LEG WOOD BENCH (#4046), OAE

GAMETIME HEAVY DUTY, SOUTHERN YELLOW PINE SLAT

PICNIC TABLE (#P766), OAE.

HALF BASKETBALL COURT. GAMETIME OFFSET

GOOSENECK POST, WHITE BACKBOARD, DOUBLE RIM

(#203SS), OAE. GAMETIME FRONT MOUNT DOUBLE RIM

FLEX GOAL(#442SS), OAE.

GAMETIME SOLO SPINNER (#6246), OAE.

GAMETIME TODDLER PLAYGROUND 2 (#20002), OAE.

SYMBOL DESCRIPTION

ASPHALT PAVEMENT

GAMETIME ENGINEERED WOOD FIBER PLAY CHIPS

(#EWF1), OAE.

1

2

3

4

5

LEGEND

NOTES

1. IRRIGATION: LAWN AND PLANTS WITHIN TRACTS A AND B TO

RECEIVE SUPPLEMENTAL IRRIGATION WITH A PERMANENT

UNDERGROUND IRRIGATION SYSTEM. 

3

4

" WATER METER TO BE

LOCATED IN TRACT A. SEE LANDSCAPE AND IRRIGATION

PLANS.  BIDDER-DESIGNED IRRIGATION SYSTEM.
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NOTES

1. SEE L1 FOR LEGEND AND PLANT SCHEDULE.

2. SEE L4 FOR LANDSCAPE NOTES AND DETAILS.
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1. SEE L1 FOR LEGEND AND PLANT SCHEDULE.

2. SEE L4 FOR LANDSCAPE NOTES AND DETAILS.

MATCH LINE - SEE L2



EAGLEMONT DIV 7
Dial 811

Call before you dig.
below.Know what's

0

1

/

2

1

/

1

9

GENERAL LANDSCAPE NOTES AND REQUIREMENTS

1. CONTRACTOR TO BE SKILLED AND KNOWLEDGEABLE IN THE FIELD OF WORK AND HAVE

A MINIMUM OF FIVE (5) YEARS OF EXPERIENCE INSTALLING SIMILAR WORK.

2. CONTRACTOR TO BE LICENSED TO PERFORM THE WORK SPECIFIED WITHIN THE

PRESIDING JURISDICTION.

3. CONTRACTOR TO REVIEW THE SITE AND CONSTRUCTION DOCUMENTS AND REPORT

DISCREPANCIES TO THE OWNER'S REPRESENTATIVE.

4. CONTRACTOR TO FURNISH ALL MATERIALS, LABOR, EQUIPMENT, AND RELATED ITEMS

NECESSARY TO ACCOMPLISH TOPSOIL, TREATMENT, AND PREPARATION OF SOIL, FINISH

GRADE, PLACEMENT OF SPECIFIED PLANT MATERIALS, COMPOST, STAKING, MULCH,

CLEAN-UP, DEBRIS REMOVAL, AND 90 DAYS MAINTENANCE PER TREE, SHRUB, AND

OTHER WOODY PLANT MANAGEMENT - STANDARD PRACTICES, LATEST EDITION (ANSI

A300).

5. ALL LANDSCAPE MATERIALS AND FINISH GRADES ARE SUBJECT TO APPROVAL BY THE

OWNER'S REPRESENTATIVE.

6. COORDINATE SPECIFICATIONS WITH DRAWINGS PRIOR TO BEGINNING CONSTRUCTION.

7. CONTRACTOR SHALL USE FULL SIZE CONSTRUCTION DOCUMENTS IN THE FIELD AT ALL

TIMES.

8. REPAIR AREAS DAMAGED DUE TO CONSTRUCTION INCLUDING DAMAGE TO EXISTING

IRRIGATION SYSTEMS, IF PRESENT, TO MATCH CONDITIONS PRIOR TO THE START OF

CONSTRUCTION.

9. KEEP ALL PAVEMENT CLEAN AND WORK AREAS IN AN ORDERLY CONDITION. PROTECT

LANDSCAPE WORK AND MATERIALS FROM DAMAGE DUE TO LANDSCAPE OPERATIONS

AND TRESPASSERS.

10. MAINTAIN LANDSCAPE PROTECTION DURING INSTALLATION AND MAINTENANCE

PERIOD. TREAT, REPAIR, OR REPLACE DAMAGED LANDSCAPE WORK AS DIRECTED BY

OWNER'S REPRESENTATIVE.

SUBMITTALS

11. SUBMIT FIVE (5) COPIES OF THE FOLLOWING TO THE OWNER'S REP FOR REVIEW AND

APPROVAL PRIOR TO THE START OF ANY WORK:

A.DOCUMENTATION THAT ALL PLANT MATERIAL HAS BEEN ORDERED

B. TOPSOIL ANALYSIS AND RECOMMENDED AMENDMENTS

C.TREE STAKING AND GUYING MATERIALS

D.ONE (1) QUART SIZE OF TOPSOIL AND MULCH

E.PLANTING SCHEDULE INCLUDING DATES AND TIMES

F. MAINTENANCE INSTRUCTIONS FOR ONE (1) FULL YEAR

UTILITIES

14. VERIFY ALL UTILITY LOCATIONS, PADS, AND APPURTENANCES PRIOR TO

CONSTRUCTION. DO NOT BLOCK ACCESS TO UTILITY STRUCTURES. REPORT

DISCREPANCIES IMMEDIATELY TO OWNER'S REP.

15. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARITY WITH ALL UNDERGROUND

UTILITIES, PIPES, AND STRUCTURES. CONTRACTOR SHALL TAKE SOLE RESPONSIBILITY

FOR ANY COST INCURRED DUE TO DAMAGE OF SAID UTILITIES.

16. TREE LOCATIONS TO BE COORDINATED WITH EXISTING AND PROPOSED

UNDERGROUND UTILITIES TO ACHIEVE SEPARATION PER JURISDICTIONAL

REQUIREMENTS. IF NO JURISDICTIONAL REQUIREMENTS, ALL TREES TO BE LOCATED

MIN 10 FT FROM ALL UNDERGROUND UTILITIES. VERIFY UTILITY LOCATIONS PRIOR TO

PLANTING TREES. NOTIFY OWNER'S REP IMMEDIATELY IF PROPOSED TREE LOCATIONS

CONFLICT WITH UTILITY LOCATIONS.

MAINTENANCE

17. GUARANTEE ALL LANDSCAPE AND PLANT MATERIAL FOR A PERIOD OF ONE (1) YEAR

FROM DATE OF FINAL ACCEPTANCE OF THE WORK BY OWNER'S REP.

18. REPAIR ALL EXISTING PLANTING AREAS BY PRUNING DEAD GROWTH,

RE-ESTABLISHING FINISH GRADE, AND RE-MULCHING TO SPECIFIED DEPTH PER (ANSI

A300).

19. BEGIN MAINTENANCE IMMEDIATELY FOLLOWING INSTALLATION. MAINTAIN THE

PLANTING AREAS FOR ONE (1) YEAR AFTER ACCEPTANCE OF INSTALLATION BY

OWNER'S REP.

20. PLANT ESTABLISHMENT PROCEDURES INCLUDE WATERING, PROTECTION FROM

INSECTS OR DISEASE, WEEDING, PRUNING, MOWING, AND OTHER ACTIVITIES AS

REQUIRED AND AS IDENTIFIED IN NOTES. IMMEDIATELY REPLACE DEFECTIVE

MATERIALS AS DETERMINED BY OWNER'S REP WITH PLANT MATERIALS OF THE SAME

SPECIES AT A SIZE TO MATCH EXISTING ADJACENT MATERIALS.

21. UPON COMPLETION OF THE WARRANTY/PLANT ESTABLISHMENT PERIOD, APPLY 3"

ARBORIST CHIPS TO ALL PLANTED AREAS EXCEPT FOR THE

RAINGARDEN/BIORETENTION AREAS. RAINGARDENS/BIORETENTION AREAS SHALL

RECEIVE 3" COMPOST MULCH.

22. UPON COMPLETION OF THE WARRANTY PERIOD, SUBMIT A WRITTEN REQUEST FOR

FINAL INSPECTION TO THE OWNER'S REP. CONTRACTOR TO REPLACE OR REPAIR

DEFICIENT ITEMS NOTED IN THE INSPECTION. CONTRACTOR ATTENDANCE IS REQUIRED

AT SECOND INSPECTION WITH OWNER'S REP. OWNER'S REP TO ISSUE NOTICE OF

ACCEPTANCE TO THE CONTRACTOR WHEN ALL WORK IS COMPLETED AND ACCEPTED.

23. CONTRACTOR TO PROVIDE OWNER'S REP WITH A SCOPE OF WORK AT TIME OF INITIAL

PROJECT BID TO PROVIDE LANDSCAPE AND IRRIGATION MAINTENANCE FOR 90 DAYS

FOLLOWING COMPLETION OF PROJECT (ACCEPTANCE) OF FACILITY BY OWNER'S REP.

24.  ANTI-DESICCANT TO BE "WILT-PROOF," FOURTY-EIGHT (48) HOURS PRIOR TO

SHIPMENT TO SITE FROM JUNE 1ST THROUGH SEPTEMBER 30TH, THOROUGHLY ROOT

WATER PLANTS PRIOR TO DELIVERY. PLANT MATERIAL DELIVERED TO SITE TO BE KEPT

CONTINUALLY MOIST THROUGH INSTALLATION.

25. PROVIDE FULL MAINTENANCE BY SKILLED EMPLOYEES OF LANDSCAPE INSTALLERS.

CONTRACTOR TO MAINTAIN LANDSCAPE THROUGH COMPLETED INSTALLATION AND

UNTIL ACCEPTANCE OF LANDSCAPE INSTALLATION. PLANTING MAINTENANCE TO

INCLUDE WATERING, WEEDING, CULTIVATING, TIGHTENING, REPAIRING OF TREE GUYS

AND/OR STAKES, RESETTING PLANTS TO PROPER GRADES OR POSITION,

RE-ESTABLISHING SETTLED GRADES, AND MOWING LAWNS WEEKLY AFTER LAWN

ESTABLISHMENT. HERBICIDE IS NOT RECOMMENDED FOR ONE YEAR FOLLOWING

LANDSCAPE INSTALLATION.

26. CONTRACTOR TO REPLACE DEAD PLANTS AND PLANTS SHOWING LOSS OF 40

PERCENT OR MORE OF CANOPY AT NO ADDITIONAL COST TO OWNER.

GENERAL PLANTING NOTES

1. ALL PLANTING SHALL BE IN COMPLIANCE WITH LOCAL JURISDICTIONAL REQ.

2. SEE PLANT SCHEDULE FOR SPECIES AND QUANTITIES OF PLANT MATERIAL.

3. PRECON MEETING BETWEEN GENERAL CONTRACTOR, LANDSCAPE CONTRACTOR, AND

OWNER'S REP REQUIRED PRIOR TO COMMENCEMENT OF PLANTING OPERATIONS TO

REVIEW CONDITIONS AND IDENTIFY COORDINATION REQ.

4. PRESERVE AND PROTECT EXISTING TREES AND PLANT MATERIAL, UON.

5. DO NOT PLANT UNTIL OTHER CONSTRUCTION OPERATIONS THAT CONFLICT HAVE BEEN

COMPLETED.

6. IF AN IRRIGATION SYSTEM IS TO BE INSTALLED, DO NOT PLANT UNTIL THE SYSTEM HAS

BEEN INSTALLED, TESTED, AND APPROVED BY THE OWNER'S REP.

7. HANDLE PLANTS WITH CARE. DO NOT DAMAGE OR BREAK ROOT SYSTEM, BARK, OR

BRANCHES. REPAIR AND/OR REPLACE ITEMS DAMAGED AS A RESULT OF WORK OR

WORK THAT IS NOT IN COMPLIANCE WITH PLANS AND NOTES AS DIRECTED BY OWNER'S

REP AT NO ADDITIONAL COST TO THE OWNER.

8. LAYOUT OF PLANTING AREAS AND PLACEMENT OF TREES, SHRUBS, AND

GROUNDCOVERS SHALL BE APPROVED BY THE OWNER'S REP PRIOR TO INSTALLATION.

9. TREES SHALL BE PLACED FIRST; SHRUBS SECOND; AND GROUNDCOVERS THIRD. TREES

SHALL BE STAKED OR GUYED PER DETAILS WITHIN TWENTY-FOUR (24) HOURS OF

INSTALLATION.

10. GROUNDCOVER SHALL BE LOCATED MIN 24" FROM FIRE HYDRANTS AND UTILITY

VAULTS.

11. SHRUBS SHALL BE LOCATED MIN 3' FROM BUILDING WALLS AND MIN 8' FROM FIRE

HYDRANTS AND UTILITY VAULTS.

12. TREE TRUNKS SHALL BE LOCATED MIN 15' FROM BUILDING WALLS AND STREET LIGHTS,

MIN 10' FROM UNDERGROUND UTILITIES, AND MIN 3' FROM EDGE OF PLANTING AREA.

13. TREE LOCATIONS MAY BE ADJUSTED TO ACCOMMODATE UTILITIES, BUILDING

ENTRANCES, OR WINDOWS. ADJUSTMENTS GREATER THAN 15' OC MUST BE APPROVED

BY OWNER'S REP.

14. STAKES TO BE MIN 8' LENGTH LODGEPOLE PINE STAKES WITH 2" DIA.

15. GUY MATERIAL TO BE 1" WIDE POLYETHYLENE CHAIN LOCK TYPE TIES OR 

3

8

" DIA

RUBBER. NO WIRE MAY BE USED.

16. ARRANGE TREES AND SHRUBS ON SITE IN PROPOSED LOCATIONS PER PLANS.

EXCAVATE PIT, PLANT, AND STAKE OR GUY AS CALLED OUT AND DETAILED. ALL TREES,

SHRUBS, AND SUPPORTS TO STAND VERTICAL. BACKFILL SHALL BE PIT SOILS. SETTLE

BACKFILL USING WATER ONLY. NO MECHANICAL COMPACTION IS PERMITTED.

17. EXCAVATE PITS FOR GROUNDCOVERS TO A MIN 3" BELOW AND TWICE THE ROOT BALL

DIA. WATER THOROUGHLY AND TAKE CARE TO ENSURE THAT ROOT CROWN IS AT

PROPER GRADE AS DETAILED.

PLANT MATERIAL

18. PLANT MATERIAL TO COMPLY WITH STATE AND FEDERAL LAWS FOR DISEASE

INSPECTION. PLANTS TO BE FULLY ALIVE, VIGOROUS, AND WELL-FORMED WITH

WELL-DEVELOPED FIBROUS ROOT SYSTEMS. ROOT BALLS OF PLANTS TO BE SOLID AND

FIRMLY HELD TOGETHER, SECURELY CONTAINED AND PROTECTED FROM INJURY AND

DESICCATION. PLANTS DETERMINED BY OWNER'S REP TO HAVE DAMAGE, DEFORMITIES

OF STEM, BRANCHES, OR ROOTS, LACK SYMMETRY, HAVE MULTIPLE LEADERS OR "Y"

CROTCHES LESS THAN 30 DEGREES IN TREES, OR DO NOT MEET MINIMUM STANDARDS

OF (AAN) AMERICAN STANDARDS FOR NURSERY STOCK, LATEST EDITION (ANSI Z60.1)

WILL BE REJECTED.

19. PLANT MATERIAL TO BE FROM A SINGLE NURSERY SOURCE FOR EACH SPECIFIED

SPECIES/HYBRID. NURSERY SOURCES TO BE THOSE LOCATED IN THE SAME REGION AS

THE JOB SITE.

20. NO SUBSTITUTION OF PLANT MATERIAL, SPECIES, OR VARIETY WILL BE PERMITTED

UNLESS WRITTEN EVIDENCE OF LACK OF PLANT MATERIAL IS SUBMITTED TO THE

OWNER'S REP FROM TWO (2) QUALIFIED PLANT BROKERAGE OFFICES. SUBSTITUTIONS

THAT ARE PERMITTED ARE TO BE IN WRITING FROM THE LANDSCAPE ARCHITECT. THE

SPECIFIED SIZE, SPECIES, AND NEAREST VARIETY, AS APPROVED, TO BE FURNISHED.

SUBSTITUTIONS MAY REQUIRE SUBMITTAL OF A REVISED LANDSCAPE PLAN FOR CITY

APPROVAL.

21. LABEL AT LEAST ONE (1) TREE, SHRUB, AND GROUNDCOVER OF EACH VARIETY WITH A

SECURELY ATTACHED, WATERPROOF TAG BEARING LEGIBLE DESIGNATION OF

BOTANICAL AND COMMON NAMES.

22. DELIVER PLANT MATERIAL AFTER PREPARATION OF PLANTING AREAS HAS BEEN

COMPLETED AND PLANT IMMEDIATELY. IF PLANTING IS DELAYED MORE THAN 6 HOURS

AFTER DELIVERY, SET MATERIAL IN SHADE, PROTECT FOR WEATHER AND MECHANICAL

DAMAGE, AND KEEP ROOT BALLS MOIST BY COVERING WITH MULCH, BURLAP, OR

OTHER ACCEPTABLE MEANS OF RETAINING MOISTURE.

23. SPECIFIED PLANT CANOPY SIZE OR CALIPER IS THE MINIMUM ACCEPTABLE

CONTAINER OR BALL SIZE

24. ALL PLANT MATERIAL SHALL BE NURSERY GROWN (NOT FIELD COLLECTED),

CONTAINERIZED, OR BALLED AND BURLAPPED. PROVIDE ONLY SOUND, HEALTHY,

VIGOROUS PLANTS FREE OF DEFECTS, DISEASE, AND ALL FORMS OF INFESTATION.

MEASUREMENTS, CALIPER, BRANCHING, GRADING QUALITY, BALLING AND BURLAPPING

MATERIAL SHALL CONFORM TO MINIMUM STANDARDS OF ANSI Z60.1, LATEST EDITION.

25. ALL CONTAINER GROWN NURSERY STOCK SHALL BE HEALTHY, VIGOROUS,

WELL-ROOTED, AND ESTABLISHED IN THE CONTAINER IN WHICH IT IS GROWING.

CONTAINER GROWN NURSERY STOCK SHALL HAVE A WELL-ESTABLISHED ROOT

SYSTEM REACHING THE SIDES OF THE CONTAINER TO MAINTAIN A FIRM BALL WHEN THE

CONTAINER IS REMOVED BUT SHALL NOT HAVE EXCESSIVE ROOT GROWTH ENCIRCLING

THE INSIDE OF THE CONTAINER.

26. PRIOR TO INSTALLATION, ALL PLANT MATERIAL SHALL BE APPROVED BY THE OWNER'S

REP AT THE TIME OF DELIVERY TO THE SITE FOR CONFORMANCE WITH THE

REQUIREMENTS OF THE PLANT SCHEDULE, PLANT SPECIFICATIONS, AND STORAGE AND

HANDLING REQUIREMENTS. CONTRACTOR IS TO PROVIDE A MINIMUM OF TWO (2)

WEEKS NOTICE PRIOR TO DELIVERY TO THE OWNER'S REP.

27. PLANT MATERIALS TO BE GRADE NO. 1, SIZED IN ACCORDANCE WITH (AAN) AMERICAN

STANDARDS FOR NURSERY STOCK, LATEST EDITION (ANSI Z60.1).  PRUNE PLANTS

RECEIVED FROM THE NURSERY ONLY UPON AUTHORIZATION BY THE LANDSCAPE

ARCHITECT.  "B & B" INDICATES BALLED AND BURLAPPED; "CONT" INDICATES

CONTAINER; "GAL" INDICATES GALLON.

28. LAWN TO BE COMMERCIAL SEED AS INDICATED ON PLANS.

AND MIX SOIL TO 18" OR DEPTH OF ROOTBALL AND 2

PENETRATION TO SUBBASE (+) 24"

PREPARE PLANTING BED PER SPEC'S; AT MIN., LOSSEN

6
'
 
M
I
N
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PRUNE DAMAGED TWIGS AFTER PLANTING

PLACE IN VERT. POSITION: DOUBLE LEADERS WILL BE REJECTED

TIMES BALL DIAMETER

(2) LODGEPOLE STAKES, PLUMB WITH ELASTIC CHAIN-LOCK TYPE

OR RUBBER GUYS TIED IN FIGURE EIGHT; REMOVE AFTER ONE

GROWING SEASON

NOTES

1. KEEP ROOTBALL MOIST AND PROTECTED AT ALL TIMES.

2. HOLD CROWN OF ROOTBALL AT OR JUST ABOVE FINISH GRADE.

3. PROTECT TRUNK AND LIMBS FROM INJURY.

4. BACKFILL TO BE SETTLED USING WATER ONLY - NO MECHANICAL COMPACTION.

5. REMOVE ALL WRAP, TIES & CONTAINERS, REGARDLESS OF MATERIAL.

PROTECTIVE WRAPPING DURING SHIPMENT TO SITE AND

INSTALLATION REMOVE AT COMPLETION OF PLANTING

LAWN PLANTING; PROVIDE 3' Ø "NO GRASS" TREE RING AND 2"

DEEP MULCH LAYER IN WELL.  HOLD BACK FROM TRUNK 8" TO 10"

REMOVE ALL WRAP, TIES, AND CONTAINERS SCORE

ROOTBALL AND WORK NURSERY SOIL  AWAY FROM

PERIMETER ROOTS

SET BALL ON UNDISTURBED BASE OR COMPACTED

MOUND UNDER BALL

DECIDUOUS TREE PLANTING AND STAKING
NOT TO SCALE

FINISH

GRADE

1

BALL & PIT TO BE COURSELY SCARIFIED.

TAPERING PIT GRADE TO FINISH GRADE

WORK PERIMETER ROOTS FREE OF NURSERY BALL.

ONLY; NO FERTILIZER IN PLANTING PIT.

LIGHT FERTILIZER OVER PLANTING BED AFTER BACKFILL

FREE PERIMETER ROOTS FROM NURSERY

3" DEEP SAUCER FOR WATER

SET BALL ON UNDISTURBED SUBGRADE,

DIA. OF ROOTBALL AT BALL CENTER,

EXCAVATE TREE PIT AT A MIN. OF 2 TIMES   

REMOVE ALL TIES, WRAP & CONTAINERS.

MULCH LAYER

OR COMPACTED SOIL.

PIT SPOILS, NURSERY BALL WASTE BACKFILL

NOTE:

BALL

(2) LODGEPOLE STAKES; TIE AT APPROX. 1/3 TO 1/2

HEIGHT OF TREE WITH FLEXIBLE RUBBER TIE IN FIGURE

EIGHT PATTERN. STAKES AND TREE TO BE PLUMB

EVERGREEN TREE PLANTING AND STAKING
NOT TO SCALE

6
'
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I
N

2

6"

MIN.

3/4" MINUS WASHED

DRAINROCK

DEWITT WEED BARRIER

ADS PIPE

SLOPE SUBGRADE TO PERF.

12" FROM EACH END. GRIND

2 PIECES PER TIMBER, MAX.

24" LENGTH #4 REBAR:

1/2" MAX.

ADA ENGINEERED WOOD CHIP

SURFACING 12" (MIN.) DEPTH

1
2

"
 
M

I
N

.

EDGING AROUND OUTSIDE OF SAFE

4"x12" PRESSURE-TREATED TIMBER

FLUSH WITH EDGING

3" IN BED AREAS

1" IN LAWN AREAS

FINISH GRADE

PROVIDE DRYWELL

MINIMUM 24"x24"x24"

DEEP, WHERE DRAINAGE

CONDITIONS REQUIRE

TOP SO ELIMINATE SHARP EDGES

CORNERS

3/4" CHAMFER AT ALL EXPOSED

PLAY ZONE

PLAY AREA TIMBER EDGING
NOT TO SCALE

3 ASPHALT PAVEMENT
1 1/2" = 1'-0"

2" ASPHALT PAVEMENT AS NOTED ON

PLANS

95% COMPACTED BASE

12"

EXTEND BASE 12" BEYOND EDGE OF

PAVING

FINISH GRADE 1" BELOW TOP OF PAVING

1
"

6
"

4


